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OUTDOOR TAPE 12V
8011, 8051, 8101

ORDERING NUMBER
Color Temp Finish

8011
8051
8101

1 foot
5 feet

10 feet

27
30

2700K
3000K BK Black tape color

PRODUCT DESCRIPTION

Flexible tape light with UV stabilized silicone seals that protect against water and dusts. 

FEATURES

• Conveniently adapts into existing 12V system
• IP 68 rated for submersible up to 5 feet
• May be tied into any 12V landscape lighting system
• Maximum of 40 ft per run to stay within 5 amps
• Flexible linear lights maybe cut to desired length at the end of the run
• Various lengths may be joined together with IP68 rated connectors
• UV-stabilized silicone seals and protects the tape sections
• Maintains constant lumen output against voltage drop
• UL 1838 Listed

SPECIFICATIONS

Input: 
Power:
Brightness:
CRI:
Rated Life:

9-15VAC
2W / 2.1VA
115 lm
85
60,000 hours

______-____BK

Example: 8011-30BK

8" thick 2"

s"

1s" 1m"1', 5' and 10' sections

1"0w"
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Clear channel End cap Surface mounting clip Edge mounting clip Invisible clip

  LED-TO24-CH5
5 feet

Includes mounting hardware

     LED-TO24-EC     LED-TO24-C1
Secures on both edges 

(10 Qty)

    LED-TO24-C2
Secures on one edge 

(10 Qty)

    LED-TO24-C3
Spring clip secures 

beneath tape (10 Qty)

Joiner Cable - Short Joiner Cable - Long 4 Way "X" Connector 3 Way "Y" Connector

Protects tape sections 
from over current

  8000-06BK
6 feet

8000-10BK
10 feet

 8001-6BK
6 inch

 8001-12BK
1 foot

8001-72BK
6 feet

 8001-120BK
10 feet

    8003-BK 8002-BK

Lead wire with 5A fuse
40 ft max tape run

OUTDOOR TAPE 12V ACCESSORIES
8011, 8051, 8101


