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PRODUCT DESCRIPTION

Monopoint 3-head, or 4-head � xed track with individually adjustable LED 
track � xtures can be wall mounted or ceiling mounted for a wide multitude of 
applications. It is spec� cally designed for residential and low-ceiling commercial 
applications.

FEATURES

• Monopoint, 3-head, or 4-head � xed rails
• Sizes: 5" (Monopoint), 24", 36"
• Wall or ceiling mount
• 350° horizontal and 90° vertical aiming per head
• 50,000 hour rated life
• 5 year warranty

SOLO LED Fixed Rail
TK-1805

SPECIFICATIONS

Construction: Die-case aluminum with frosted TIR lens

Input: 120V

Power: 10W/head

Dimming: 100% - 10% ELV, 100% - 5% TRIAC

Harmonic Distortion (THD): <20%

Operating Temperature: -20°C (-4°F) to 40°C (104°F)

Standards: Title 24 JA8-2016 Compliant; Energy Star® rated; Damp location listed;

                        ETL listed

ORDERING NUMBER

System Model Lights Beam Max Lumens Max CBCP Color Temp Finish

TK 1805
01
03
04

45° 800/head 1095/head 30 3000K BN Brushed Nickel

TK-1805 - 30- BN

Example: TK-180503-30-BN
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