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GOOSENECK - model: DL-214
Low Voltage Clamp Mount Spot Light

FEATURES

•	 Includes 2" clamp and 10' cord with plug-in transformer
•	 Comes with a 60W class II 120V to 12V electronic plug in transformer.
•	 1W minimum load
•	 Accepts 12V LED MR16, Halogen MR16 lamps up to 50W max (not included)

ORDER NUMBER

Model # Finish

DL-214 BK 
WT

Black 
White

DL-214 –

Example:  DL-214-WT

PRODUCT DESCRIPTION

Perfect for illuminating wall displays and artwork, Clamp Mount Display Spot 
Lights offer a variety of low and line voltage styles and extensions perfect for 
trade shows, offices, homes, retail stores and arts and crafts fairs.

SPECIFICATIONS

Aiming: Flexible arm allows a full range of vertical and horizontal orientation.

Materials: Fixture head and connector are aluminum. Periscoping arm is
steel. Clamp is heavy duty polycarbonate. Bi-pin socket is ceramic with silver 
plated contacts. 

Standards: UL and CUL Listed.

LED MR16 LAMP (optional)

Model # Finish

MR16LED-BAB BK 
WT

Black 
White

Example:  MR16LED-BAB-WT

ALTERNATIVE CLAMPS (optional)

Model # Description Finish

DLC-P Pipe Clamp - For pipes 2” to 22” BK 
WT

Black 
WhiteDLC-4 4” Clamp - For flat surfaces from 2” to 4” wide

Example:  DLC-P-WT

2a”
24”

20” max

BULB SHIELD ACCESSORY (optional)

Model # Description Finish

MBS-16 Mesh Shield BK 
BN 
WT

Black 
Brushed Nickel 
WhiteSBS-16 Solid Shield

Example:  MBS-16-BN

Accessories


