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Model: 178
120V Track Line Voltage Luminaire

FEATURES

• Available with LED lamping option
• Fixed position socket
• 350° horizontal rotation and 90° lockable vertical aiming
• Available barn door accessory for glare control
• Accepts 1 lens with the use of a lens clip
• 5 year WAC product warranty

SPECIFICATIONS

Construction: Formed metal track head with die-cast locking knob for 
aiming and polycarbonate track adapter. Medium base 250V porcelain 
socket with nickel-plated copper screw shell. 

Finish: Available in Black (BK), Brushed Nickel (BN) and White (WT).

Lamp: Order lamps separately. Uses LED BR20/30/40,  LED PAR20/30/38,  
or Halogen 50W max PAR20/BR20, 75W max PAR30/BR30, 150W max 
PAR38/BR40.

Dimming: Dim to 5% with Triac dimmer. LED lamp dims to 10% with 
electronic low voltage (ELV) dimmer.

Standards: UL & CUL Listed.

ORDER NUMBER

System Model Finish

LTK
HTK
JTK

L Track
H Track
J/J2 Track

178
BK 
BN
WT

Black 
Brushed Nickel
White

– –

Example:  HTK-178-BN

LED LAMPS Finish
PAR20LED-10N30 
PAR30LED-L14N30
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PRODUCT DESCRIPTION

Line voltage luminaire offered in black, brushed nickel or white finishes and can be used with various lamp options.


