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PRODUCT DESCRIPTION

Pro Outdoor is great for any and all outdoor accent lighting applications. 
Double insulated silicon encasement and distinct electrical and mechanical 
junctions make for a superior watertight custom system.

FEATURES

• IP-68 rated, allows for submersion up to five feet
• Power supply is UL and CUL listed 
• Wet location listed
• Ultra thin profile at 8"
• Diodes spaced evenly at 1" on center
• Minimum run length of 1'
• May be field cut every 6" and at the end of a run
• Unique tape section connections ensure even LED spacing and no dark spots
• Four mounting options provided for different surfaces
• 80,000 hour rated life
• 5 year WAC Lighting product warranty

SPECIFICATIONS

Construction: 

Power Supply: 

Light Source: 

Dimming: 

Operating Temp: 

Standards: 

Flexible, silicone cased tape light. 

Indicating marks on back for field cutting.

Remote electronic Class 2 transformers with 24V AC/DC

96W output.

12 LEDs per foot

May be dimmed with electronic low voltage (ELV) dimmer.

-40°F to 122°F (-40°C to 50°C), relative humidity 95%. 

UL & CUL listed for wet locations.

LED-TO2435-___-WT

Example: LED-TO2435-10-WT

ORDER NUMBER – TAPE SECTION

Model Watts/ft Lumens/ft Length Color Temp CRI

LED-TO2435 3.5 220
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InvisiLED® Pro Outdoor 
24V Outdoor LED Tape Light
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