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GENESIS– model: LED311
LEDme® LED Pendant

PRODUCT DESCRIPTION

With dual up-light and down light LED engines, Genesis combines functional performance and ambient lighting for a truly unique pendant. 
An evolutionary design in a compact size, resulting in a stunning decorative accent.

FEATURES

• All socket sets include 72" wire that may be cut in the � eld
• Free of projected heat, ultraviolet and infrared radiation
• 50,000 hour rated life
• Replaceable LED module
• 5 year WAC Lighting product warranty
• UL & CUL Listed

COMPATIBLE SYSTEMS

Canopy (MP) Quick Connect™ (QP)

Includes:
• Pendant
• Quick Adjust™ Canopy (shown)
• Socket Set

Includes:
• Pendant
• Threaded Male Connector (shown)
• Socket Set

The patent pending Quick Adjust™ Canopy has an adjustable cable 
that stores inside the canopy housing for easy in-� eld height adjustments.

Sold as a complete unit with a single Order Number, no adapters needed.

For use on 120V Track, Solorail™, Duorail™, Flexrail1™ 
and with proper Quick Connect™ adapter (sold separately).

Can also be used on any Quick Connect™ Canopy (sold separately). 
No adapter needed.

Threaded Male Connector easily joins with all Quick Connect™ 
Adapters and Canopies.

32”

3w”

311 – BN / BN

Example:  MP-LED311-BN/BN

ORDER NUMBER

System Model # Pendant Finish Socket Finish
MP-LED
QPLED

Canopy
Quick Connect™ 311 BN Brushed Nickel BN Brushed Nickel

FIXTURE PERFORMANCE

Watts Lumens E�  cacy
9W* 210 23.3 Lm/W*

*For QP models power consumption may vary depending 
  upon the e�  ciency of the power supply being used.

SPECIFICATIONS

Construction: Fixture– Die-cast aluminum, glass ball and glass lens. 
Canopy– Steel.  Solo/Duorail Adapters– Copper. 
120V Track, Flexrail1 Adapters– Polycarbonate.

Light Source: 3000K warm white LED, CRI: 85. Replacement module available.

Dimming: May be dimmed. Consult factory for recommended dimmers.

Finish: Available in electroplated Brushed Nickel (BN).

Standards: UL and CUL Listed.

REPLACEMENT MODULE
RM3X1-30-QP 3000K

See next page for all Quick Connect™ Adapters and Canopies.
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QUICK CONNECT™ ADAPTERS  (order one per � xture)

Solorail™ Model # Finish Duorail™ Model # Finish
LM-QADP BN

CH
DB

LM2-QADP BN
CH
DB

Flexrail1™ 120V Track
HM-EN50 DB

PT
EN-LQ50AR
EN-HQ50AR
EN-JQ50AR

BK
BN
DB
WT

ORDER NUMBER

Model # Finish

–

Example: QMP-60ERN-BN

ORDER NUMBER

Model # Finish

–

Example: LM-QADP-BN

FINISHES

BK-Black BN-Brushed Nickel CH-Chrome DB-Dark Bronze MR-Mirror PT-Platinum WT-White

QUICK CONNECT™ CANOPIES with INTEGRAL DRIVER

Model # Finish Model # Finish Model # Finish Model # Finish
QMP-60ERN BN

CH
DB

QMP-G1RN MR QMP-G3RN MR QMP-G3RE MR

QUICK CONNECT™ CANOPIES for use with REMOTE TRANSFORMER

QMP-MI-TR BN
CH
DB

QMP-1RN-TR BN
CH
DB

QMP-1SQ-TR BN
CH
DB

GENESIS– model: LED311
Quick Connect™ Adapters and Canopies


