
europa    power    breeze

monsoon i one-piece liner
Monsoon I has taken the one-piece liner to the next level! Including dual-level halogen lights and an ADA-
compliant RF remote you can easily control Monsoon I without ever reaching over a dangerous cooking 
surface. Equipped with 6-speed electronic controls, a powerful 600 CFM blower and the ability to duct 
both vertically and horizontally, Monsoon I gives the flexibility and performance you need.

MATCHES CONVENTIONAL INSTALLATION DIMENSIONS

26” - 36” MOUNTING HEIGHT

Min.-Max. CFM 200 - 600

Min.-Max. Sones 1.2 - 6

I N T E R N A L  B L OW E R
S TA N DA R D

Zephyr’s wireless RF remote 
puts you in control of your 
one-piece liner from up to 15 
feet away.

Min.-Max. CFM 200 - 390 200 - 290

Min.-Max. Sones 1 - 4 1 - 3

TM

C I N T E R N A L  B L OW E R  w i t h
A I R F L OW  C O N T R O L  T E C H N O L O GY ™

ACT™ is a feature built into specific Zephyr hoods allowing you to limit the maximum 
blower CFM to meet local code requirements.
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monsoon i  |  one-piece liner
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P e R F O R M A N C e

INTERNAL, MIN.-MAX. BLOWER CFM 200 - 600

I N T E R N A L ,  M I N . - M A X .  S O N E S 1.2 - 6

C O l O R

S TA I N L E S S  S T E E L SS

F e At u R e s

A C T ™ Yes

C O N T R O L S Electronic Touch

S p E E D  L E v E L S 6

A U T O  D E L AY- O F F Yes

C L E A N  A I R  M O D E Yes

L I G H T I N G Halogen, 35W x 2

D U A L  L E v E L  L I G H T I N G Yes

F I LT E R S SS pro-Baffle

R E M O vA B L E  G R E A S E  T R AY Yes

R F  R E M O T E  C O N T R O L Yes

R E C I R C U L AT I N G  O p T I O N No

d u C t  s P e C i F i C At i O N s

v E R T I C A L  -  I N T E R N A L 8” Round

H O R I Z O N TA L  -  I N T E R N A L 3-1/4”  x  10” Rectangular, 8” Round

A C  P O w e R 120v, 60Hz at Max. 5A

O P t i O N A l   A C C e s s O R i e s

U N I v E R S A L  M A k E - U p  A I R  D A M p E R MUA006A

M O u N t i N g  h e i g h t * 26” - 36”

wA R R A N t y 3 Years parts, 1 Year Labor

vERTICAL AND 
HORIZONTAL 
DUCTING

*Mounting height refers to distance between top of a 36” tall cooking surface and bottom of custom hood.

Specifications subject to change, check zephyronline.com for up to date information.


