
europa    power    breeze

savona wall 
Savona’s semi-circular surfaces accentuate this range hood’s European design with delicate refl ections 
of light and shadows. However, underneath the 11” tall body, Savona features a robust 685-CFM fan that 
operates at ultra quiet 1.8 sones on normal working speed. Gifted with great additions like the optional 
recirculation kit, duct cover extension up to 12’ and dual-level halogens, it’s hard to improve on this 
classic. But the three-speed, die-cut chrome electronic controls with LED illumination take Savona 
to an elite level.

• Three adjustable speed levels give you the ventilation power you need

• dual halogen lamps illuminate the cooking surface below

• Upgraded LEd electronic controls make it easy to alter your lighting preferences

• Available in powder-coated black

zSA-E30bb / zSA-E30bS 30” 240 - 685 1.8 - 6 NA NA

zSA-M90bb / zSA-M90bS 36” 240 - 685 1.8 - 6 NA NA

zSA-E30bS290 30” 210 - 290 1.4 - 2.8 NA NA

zSA-M90bS290 36” 210 - 290 1.4 - 2.8 NA NA

M O D E L S I Z E I N T E R N A L  b L o w E R I N - L I N E / E X T E R N A L
Min.-Max. CFM Min.-Max. Sones Min.-Max. CFM Min.-Max. Sones



europa    power    breeze

M AY 1 1 . 0 1 0 1

savona wall  |  europa classics

*Mounting height refers to distance between top of a 36” tall cooking surface and bottom of hood.

s i z e 
zsA-e30BB / zsA-e30Bs / zsA-e30Bs290 

zsA-M90BB / zsA-M90Bs / zsA-M90Bs290
30” 
36”

P e R F O R M A N C e

INTER NA L , MIN.-M A X . bLow ER CFM 
zsA-e30BB / zsA-e30Bs / zsA-M90BB / zsA-M90Bs

z s A - e 3 0 B s 2 9 0  /  z s A - M 9 0 B s 2 9 0
240 - 685 
210 - 290

I N T E R N A L ,  M I N . - M A X .  S o N E S 
zsA-e30BB / zsA-e30Bs / zsA-M90BB / zsA-M90Bs

z s A - e 3 0 B s 2 9 0  /  z s A - M 9 0 B s 2 9 0
1.8 - 6 
1.4 - 2.8

C O l O R

b L A C K  &  S TA I N L E S S  S T E E L 
z s A-e 3 0BB / z s A-M9 0BB
z s A-e 3 0B s / z s A-M9 0B s

z s A-e 3 0B s2 9 0 / z s A-M9 0B s2 9 0

B 
SS 
SS

F e At u R e s

C o N T R o L S Electronic LED

S p E E D  L E v E L S 3

A U T o  d E L AY- o F F No

L I g h T I N g halogen, 50w x 2

d U A L  L E v E L  L I g h T I N g Yes

F I LT E R S Aluminum Mesh

R E C I R C U L AT I N g  o p T I o N Yes

EXTENSIoN dUCT CovER opTIoN Yes, Up to 12’ Ceiling

d u C t  s P e C i F i C At i O N s

v E R T I C A L  -  I N T E R N A L 6”

h o R I z o N TA L  -  I N T E R N A L NA

A C  i N P u t 120v - 60hz
A C  P O w e R 

z s A-e 3 0BB / z s A-M9 0BB
z s A-e 3 0B s / z s A-M9 0B s

z s A-e 3 0B s2 9 0 / z s A-M9 0B s2 9 0

Max. 426w at 3.5A 
Max. 426w at 3.5A 
Max. 171w at 1.5A

O P t i O N A l   A C C e s s O R i e s

R E C I R C U L AT I N g  K I T zRC-00Sv
d U C T  C o v E R  E X T E N S I o N 

z s A-e 3 0BB / z s A-M9 0BB
z s A-e 3 0B s / z s A-M9 0B s

z s A-e 3 0B s2 9 0 / z s A-M9 0B s2 9 0

z1C-01SAb 
z1C-01SA 
z1C-01SA

M O u N t i N g  h e i g h t * 26” - 34”

FRONT

SIDE 

TOP

9”

1”

29 15/16”, 35 7/16”

7 1/2”

19 1/2”

11
”

STANDARD 
min. ducted - 28”
min. recirc. - 32”
max. - 45”

Z1C-01SA, Z1C-01SAB
min. ducted - 45 1/2”
min. recirc. - 50”
max. - 80”

4”
6 ”

CL

1”
1/2”

C e i l i N g  h e i g h t 8’ 8.5’ 9’ 9.5’ 10’ 10.5’ 11’ 12’

stANdARd  
duCt COVeR

Ducted Mounting Height* 26”-32” 26”-34” 27”-34” 33”-34” NA NA NA NA

Recirc. Mounting height* 26”-28” 26”-34” 27”-34” 33”-34” NA NA NA NA

eXteNsiON  
duCt COVeR

Ducted Mounting Height* NA NA 26”-26.5” 26”-32.5” 26”-34” 26”-34” 26”-34” 28”-34”

Recirc. Mounting height* NA NA NA 26” - 28” 26”-34” 26”-34” 26”-34” 28”-34”




