
europa    power    breeze

roma wall 
Roma’s sleek presence is ideal for the design-savvy renovator, the high-rise developer who strives for 
quality or the builder who buys in mass but won’t settle for mediocrity. Roma’s contemporary design 
is complemented with upgraded three-speed electronic leD controls. And its 600-cfM fan operates 
at an ultra quiet 1.8 sones while on normal working speed. 

• kitchen beautifi cation without breaking the bank

• optional recirculation kit for ductless installations

• Upgraded LEd electronic controls

M o d E L s i Z e I N T E R N A L  b L o w E R i N - l i N e / e X t e R N A l
Min.-Max. CFM Min.-Max. Sones Min.-Max. CFM Min.-Max. Sones

zRo-E30bS 30” 240 - 600 1.8 - 6 NA NA

zRo-M90bS 36” 240 - 600 1.8 - 6 NA NA

zRo-E30bS290 30” 210 - 290 1.4 - 2.8 NA NA

zRo-M90bS290 36” 210 - 290 1.4 - 2.8 NA NA



europa    power    breeze

M AY 1 1 . 0 1 0 1

roma wall  |  europa classics

C E I L I N G  H E I G H T 8’ 8.5’ 9’ 9.5’ 10’ 10.5’ 11’ 12’

STANDARD  
DUCT COVER

Ducted Mounting Height* 26”-33” 26”-34” 26”-34” 28”-34” 34”-34” NA NA NA

Recirc. Mounting Height* 26”-29” 26”-34” 26”-34” 28”-34” 34”-34” NA NA NA

EXTENSION  
DUCT COVER

Ducted Mounting Height* NA NA 26”-30” 26”-34” 26”-34” 26”-34” 26”-34” 28”-34”

Recirc. Mounting Height* NA NA 26”-26” 26”-32” 26”-34” 26”-34” 26”-34” 28”-34”

*Mounting height refers to distance between top of a 36” tall cooking surface and bottom of hood.
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STANDARD 
min. ducted - 27”
min. recirc. - 31”
max. - 50”

Z1C-00RO
min. ducted - 42”
min. recirc. - 46”
max. - 80”

11”

S I z E 
z R O - E 3 0 B S   /   z R O - E 3 0 B S 2 9 0

z R O -M 9 0 B S  /   z R O -M 9 0 B S 2 9 0
30” 
36”

P E R F O R M A N C E

INTERNAL, MIN.-MAX. bLowER CFM 
z R O - E 3 0 B S  /  z R O - M 9 0 B S

zRO -E30BS290 / zRO -M90BS290
240 - 600 
210 - 290

I N T E R N A L ,  M I N . - M A X .  S o N E S 
z R O - E 3 0 B S  /  z R O - M 9 0 B S

zRO -E30BS290 / zRO -M90BS290
1.8 - 6 
1.4 - 2.8

C O L O R

s tA i N l e s s  s t e e l ss

F E AT U R E S

C o N T R o L S electronic leD

s p e e D  l e v e l s 3

A U T o  d E L Ay- o F F No

l i g H t i N g Halogen, 50w x2

d U A L  L E v E L  L I g H T I N g Yes

f i lt e R s Aluminum Mesh

R E C I R C U L AT I N g  o p T I o N Yes

EXTENSIoN dUCT CovER opTIoN yes, Up to 12’ Ceiling

D U C T  S P E C I F I C AT I O N S

v e R t i c A l  -  i N t e R N A l 6”

H o R I z o N TA L  -  I N T E R N A L NA

A C  I N P U T 120v - 60Hz

A C  P O w E R 
z R O - E 3 0 B S  /  z R O - M 9 0 B S

zRO -E30BS290 / zRO -M90BS290
Max. 426w at 3.5 A 
Max. 171w at 1.5 A

O P T I O N A L   A C C E S S O R I E S

R E C I R C U L AT I N g  k I T zRC-00Ro

E X T E N S I o N  d U C T  C o v E R z1C-00Ro

M O U N T I N G  H E I G H T * 26” - 34”




