
europa    power    breeze

venezia wall 
A timeless and classic design, Venezia’s formidable pyramid design now houses Zephyr’s DCBL  
Suppression System™ and elevates this ageless range hood to unparalleled levels of performance. 
With Bloom™ HD LED light bulbs, Venezia’s 24-inch deep capture area is fully illuminated with 
warm halogen-caliber light, while remaining cool to the touch on high or low settings. 

Min.-Max. CFM 250 - 715

Min.-Max. Sones 0.8 - 5.8

ACT is a feature built into all Zephyr hoods with DCBL Suppression System™ technology 
allowing you to limit the maximum blower CFM to meet local code requirements.

Min.-Max. CFM 250 - 590 250 - 440 250 - 290

Min.-Max. Sones 0.8 - 4.5 0.8 - 3 0.8 - 1.2

TM

CI N T E R N A L  B L OW E R
S TA N DA R D

I N T E R N A L  B L OW E R  w i t h
A I R F L OW  C O N T R O L  T E C H N O L O GY ™



europa    power    breeze
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S I Z E 
Z V E - E 3 0 B S
Z V E - E 3 6 B S 
Z V E - E 4 2 B S

30” 
36” 
42”

P E R F O R M A N C E

INTERNAL, MIN.-MAX. BLOWER CFM 250 - 715

I N T E R N A L ,  M I N . - M A X .  S O N E S 0.8 - 5.8

C O L O R

S TA I N L E S S  S T E E L SS

F E AT U R E S

C O N T R O L S Electronic LCD

S P E E D  L E V E L S 5 + Burst

A U T O  D E L AY- O F F Yes

L I G H T I N G 
Z V E - E 3 0 B S

Z V E - E 3 6 B S   /   Z V E - E 4 2 B S
Bloom™ HD LED 3W x 3 
Bloom™ HD LED 3W x 4

D U A L  L E V E L  L I G H T I N G Yes

F I LT E R S Aluminum Mesh

R E C I R C U L AT I N G  O P T I O N Yes

EXTENSION DUCT COVER OPTION Yes, Up to 12’ Ceiling

D U C T  S P E C I F I C AT I O N S

V E R T I C A L  -  I N T E R N A L 8”

H O R I Z O N TA L  -  I N T E R N A L NA

A C  I N P U T 120V - 60Hz

A C  P O W E R 
Z V E - E 3 0 B S

Z V E - E 3 6 B S   /   Z V E - E 4 2 B S
Max. 212W at 3.5A 
Max. 215W at 3.5A

O P T I O N A L   A C C E S S O R I E S

R E C I R C U L AT I N G  K I T 
Z V E - E 3 0 B S

Z V E - E 3 6 B S   /   Z V E - E 4 2 B S
ZRC-00VE 
ZRC-01VE

E X T E N S I O N  D U C T  C O V E R Z1C-01VE

M O U N T I N G  H E I G H T * 26” - 34”

WA R R A N T Y 3 Years Parts, 1 Year Labor

venezia wall  |  next generation europa

C E I L I N G  H E I G H T 8’ 8.5’ 9’ 9.5’ 10’ 10.5’ 11’ 12’

STANDARD  
DUCT COVER

Ducted Mounting Height* 26”-33” 26”-34” 28”-34” 34”-34” NA NA NA NA

Recirc. Mounting Height* 26”-28.5” 26”-34” 28”-34” 34”-34” NA NA NA NA

EXTENSION  
DUCT COVER

Ducted Mounting Height* NA NA 26”-27” 26”-33” 26”-34” 26”-34” 26”-34” 28”-34”

Recirc. Mounting Height* NA NA NA 26”-28.5” 26”-34” 26”-34” 26”-34” 28”-34”

*Mounting height refers to distance between top of a 36” tall cooking surface and bottom of hood.
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All Next Generation Europa range hoods are equipped with DCBL Suppression™ technology, 
including Bloom™ HD LED light bulbs. To learn more, visit us at zephyronline.com.

Specifications subject to change, check zephyronline.com for up to date information.


