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Installation Instructions for

Solace (Compact Fluorescent) 700BCSLC_CF
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920BCSOLACF

GENERAL PRODUCT INFORMATION:

This product can mount to either a 4" square electrical box

with round plaster ring or an octagon electrical box.

This product is suitable for damp locations.

This product can be mounted horizontally or vertically.

C AUTION — RISK OF FIRE

This product requires installation by a qualified

electrician. Before installing be sure to read all

instructions and TURN THE POWER TO THE

ELECTRICAL BOX OFF.

BATH COLLECTION

Install the Fixture
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Turn the power to the electrical box off.

Make sure that the fixture is grounded in accordance

with local electrical codes.

Connect the black fixture wire to the hot power line wire

with a wire nut.

Connect the white fixture wire to the neutral power line

wire with a wire nut.

Properly place all wires into the electrical box.
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Secure the backplate to the electrical box with the two

long #8-32 screws provided.
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NOTE: Use the provided universal round crossbar

when the fixture holes do not line up with the

electrical box holes.
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Use Max 24 W type T5 High Output linear

fluorescent lamp.

Line up the lamp pins on both sides with the opening on

the sockets.

Insert the pins all the way into the sockets and turn the

lamp to lock it in place. Repeat this step for the other

lamp.
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Install the Lamp & Shade
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Replace the glass shade into backplate.

GLASS SHADE

BACKPLATE
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Tighten the four screws on both sides of the backplate

with a 3/32” Allen wrench.
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SCREWS
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SAVE THESE INSTRUCTIONS!
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