
SPECS

“Compare: 36” to 48” ceiling fans have airflow efficiencies 
ranging from approximately 71 to 86 cubic feet per minute 
per watt at high speed.” 

FEATURES

Standard, 3 Speed Reversible Motor

Dual Mount

6" Downrod (Included)

Limited Lifetime Warranty

Custom Blades Included

Integrated LED Light Source (Dimmable)

ICS Remote & Wall Control Includeds

Blade Sweep.  . . . . . . . . . . . . . . . 30"

Number of Blades . . . . . . . . . . . 3

Blade Pitch . . . . . . . . . . . . . . . . . . 18˚

Motor Size (MM) . . . . . . . . . . . . . 153 x 10

AMPS (HI Speed) . . . . . . . . . . . . <1

Watts (HI Speed) . . . . . . . . . . . . 52

Shipping Wt. (lbs.). . . . . . . . . . .

CU. FT. in Carton . . . . . . . . . . . . 8.65

Airflow* 
(Cubic Feet Per Minute) . . . . . 2,139

Electricity Use* . . . . . . . . . . . . . 52 Watts

Airflow Efficiency* 
(CFM Per Watt) . . . . . . . . . . . . . 41 

A: 6” DR - 14.28 ”
C: 8.66”
E: 9.06"

B: 6" DR - 10.37 "
D: 5.18"
DR = Downrod

CEILING DROP DIMENSIONS

Anillo

Overall diameter of fan is 36"

Our Anillo three-blade, circular fan gives new meaning to keeping your room “cool.” The non-traditional style provides exceptional air quality 
while showing off a futuristic design. We created the Anillo fan to keep your air circulating—but it will keep heads turning as well. 
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LED Specs:
Color Temp 3000K
Lumens  1,324 lm 
CRI 90 
Watts 42
LED Module is Guaranteed for 3 Years
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Anillo M O D E R N S T Y L E

BNK

LIGHT KIT OPTIONSBLADE OPTIONSAVAILABLE FINISHES

FAN CONTROL OPTIONS

Brushed Polished Nickel Included Integrated

A

ICS Remote and Wall Controls (Included)

A
Model  .  .  . ANI36BNK3
Blade  . . . Brushed Nickel
Light . . . . Integrated, Frosted Acrylic

Brushed Polished Nickel  36" Anillo




