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L956

Description

SHOWROOM FIXTURE ADAPTER

Note: Single Circuit Only
Allows canopy mounted fixture (chandelier, etc.) to 
be suspended from track. Will hold up to 35 lbs.
Can be switched on and off via track or by pull 
chain on adapter.
Finishes: White (P)

477

Description

TRACK ADAPTER TRIM

For use with Halo H7, H7R and H44 recessed 
housings. Allows Track lampholders to be used
with recessed installations. Not for use with any
solid state/electronic low voltage, HID lampholders 
or fluorescent lampholders. Up to 150W maximum.
Finishes: Black Baffle with White Trim Ring (P), 
White Baffle with White Trim Ring (W)

L2001

Description

LOW VOLTAGE TRANSFORMER 

Allows use of L2760, L2716, L2701, L2761 and 
L2736 on Halo Single Circuit, 2-Circuit, Recessed, 
Raceway and Lazer Track.
Finishes: White (P) and Black (MB)

L2004

Description

LOW VOLTAGE TRANSFORMER

Allows use of Linea lampholders (except LV301)
on Halo Single Circuit, Two Circuit, Recessed, 
Raceway and Lazer Track.
Finishes: White (P) and Black (MB)

L957

Description

PENDANT ADAPTER

Allows any chain hung fixture up to
35 lbs. to be suspended from track. For use with 
Halo Single Circuit Power-Trac only. Not for use on 
sloped ceilings or walls.
Finishes: White (P) and Black (MB)

L966

Description

OUTLET ADAPTER 

5 Amps maximum. For use with Halo Single Circuit 
Power-Trac only.
Finishes: White (P) and Black (MB)

L961

Description

SIGN HANGER WITH HOOK 

Will hold up to 35 lbs. Not for use on sloped
ceilings or walls.
Finishes: White (P) and Black (MB)
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