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 TRACK SYSTEMS 
  
 

 

    
 H – 3-wire System  L – 2-wire System J – 2-wire System  

  
  
  
  
  
  
  
  
  

CATALOG INFORMATION 
SYSTEM SERIES LAMP WATTAGE FINISH   

H LV130 MR16 (Lensed) 50 – 50W BK – Black  

L    WH – White   

J      

 
Ordering Instructions SYSTEM - SERIES - WATTAGE - FINISH    

Example: H - LV130 - 50 - WH    

 
DESCRIPTION  FIXTURE EXTENDERS 
 

 Low voltage track head. Die cast construction with double yoke 
and matching baffle. 

 Fixture may be extended with Rod or Gooseneck. 

 For use with Jesco H, L and J track systems.  May also be used 
with other compatible track brands (consult Tech Department). 
 

LAMPING:  
Use Low Volt MR16G, 12V 50W or 75W maximum. (Specific to model 
ordered, lamp not included). GU5.3 base ceramic bi-pin socket.  
  
AIMING: 
90º vertical and 330º rotation. 
 
TRANSFORMER:  
Electronic low voltage, dimmable with standard or electronic low volt 
dimmers. 
 
MATERIALS:  
Die cast aluminum construction.  
 
LISTING:  
UL & CUL Listed. 

  
ROD FIXTURE EXTENDERS 

 

MODEL LENGTH FINISH 

SK212 12” BK, SC, WH 

SK218 18” BK, SC, WH 

SK224 24” BK, SC, WH 

SK236 36” BK, SC, WH 

SK248 48” BK, SC, WH 

 

 GOOSENECK FIXTURE EXTENDERS 

 

 

MODEL LENGTH FINISH 

 GN212 12”  SC 

 GN218 18” SC 

GN224 24” SC 

   

     

 Available as a complete unit from the factory. For ordering specify fixture 
and extender style. Example: H-LV130-50-WH with SK212-WH 

  
 

 

   

 


