
Maximum Flexibility
Easy installation, low voltage usage, low profile (.66” wide)
and low heat output of Design Pro LED enables them to be used
in a variety of outdoor applications.

Retaining walls of all types – new and existing construction

Brick or stone columns

Under all types of steps, including wood, composite,
stone and brick, etc., with and without risers

Under deck and chair/hand and fence rails

Lips or the undersides of a wide variety of outdoor surfaces

Pergolas

Outdoor kitchen and bar areas (under lips and toe kicks)

Raised beds/planters

Boat docks (as permitted by local codes)

Customize illumination by mounting farther back, for
a scalloped effect, or forward for a more even effect
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Discover LED like you’ve never seen it.
Unique Hardscape LED light fixtures that are:

Available in multiple Kelvin temperature options: warm white 2700K,
pure white 3000K and cool white 4200K

Available in 1, 3, 6, and 9 LED fixtures

Long-life LED light source — 40,000 hours at industry standard L70

Tested to withstand the elements for years of enjoyment

Easy to install

Easily adapts to almost any hardscape,

deck, step, or bench application

Finishes compliment popular stone and
decking options: Textured Architectural
Bronze, Bronzed Brass, Copper, Gray,
Sand and Textured White
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NEW CONSTRUCTION
LED Light fixture and stainless steel
mounting bracket are preassembled
and ready to install.

RETROFIT
Need to mount on a flat or vertical
surface? No problem. The available flat
mount accessory brackets (15716 SS,
15717 SS, 15718 SS, 15719 SS) allow
for a variety of retrofit and new build
applications.

DECK, STEP & BENCH INSTALLATION
Don’t need the brackets? Don’t pay for them.
Kichler provides the product options that
make it convenient for your specific job. For
non-hardscape applications, the threaded
screw holders also allow for easy install.
In fact you can mount these LED fixtures on
any surface where you can drill two holes.

Easy to Install
Thoughtful design, so whether new
or existing construction, you can design
effectively and install it efficiently.

A built-in driver and an operable voltage
range of 9-15V virtually eliminate voltage
drop in every Design Pro LED Hardscape,

Deck, Step & Bench Light fixture.

Hardscape Spacing Recommendations

Item ID 15734 (3") 15735 (6") 15736 (12") 15755 (18")

Mounting Height RECOMMENDED SPACING (CENTER TO CENTER OF FIXTURE)

12" 12" 2' 3' 4'

24" 9" 3' 4' 5'

36" 7" 4' 6' 8'
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