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L E D  O U T D O O R

Kichler® LED lighting 
exceeds the standards 

Long-life light emitting diodes (LED) 
provide approx. 40,000-hour life span  

to L70 (70% initial lumens) – about  
15 years of standard operation – and 

are replaceable. Light equivalent  
to a 60W incandescent bulb.

True optics: pure white light and 
controlled beam spread with no  

fade or drop off of light.

High Color Rendering Index (CRI) 

Standard installation
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ARCHITECTUAL BRONZE® FINISH                                         
WITH RIBBED CLEAR GLASS

S O R E L ™ L E D

A 49117 AZLED

B 49118 AZLED

LED
ITEM # FINISH

LIGHT 
SOURCE W H EXT. HCWO NOTES

A 49117 AZLED AZ 9W 5.25 10.75 5.75 5.5

B 49118 AZLED AZ 9W 6.5 16 5.75 8

Measurements shown in inches.  U.S. & Canadian Patent Pending.

Sorel™ is also  
available in

Incandescent.
See pages 623

L E D  O U T P U T

49117 OZLED
544 Lumens, 9.9 Watts  
3000 Kelvin, CRI 80, 40K Life

49118 OZLED
544 Lumens, 9.9 Watts  
3000 Kelvin, CRI 80, 40K Life

http://www.kichler.com/sku/49117AZLED
http://www.kichler.com/sku/49118AZLED
http://www.kichler.com/sku/49117AZLED
http://www.kichler.com/sku/49118AZLED

