
Castia™ by Studio McGee
Rite-Temp® bath and shower trim kit, 2.5 gpm

K-T35918-4Y

Features
• Designed in collaboration with Studio McGee
• Multifunction showerhead with advanced spray engine

provides three experiences: full coverage, pulsating massage
and silk spray

• 2.5 gpm (9.5 lpm) maximum flow rate
• A single handle controls both on/off activation and

temperature setting
• MasterClean™ sprayface features an easy-to-clean surface

that withstands mineral buildup and maximizes spray
performance

• 6-5/8" (168 mm) bath spout with slip-fit connection
• Includes shower arm and flange
• Coordinates with other products in the Castia collection
• Requires valve (sold separately)

Material
• Premium material construction with metal handle ensures

reliability and durability
• KOHLER® finishes resist corrosion and tarnishing

Required Products/Accessories
For wall-mount installation

K-11748 Series Rite-Temp® Valves

Recommended Products/Accessories
K-23723 Faucet cleaner

Codes/Standards
ASME A112.18.1/CSA B125.1
DOE - Energy Policy Act 1992
IAPMO Certification

KOHLER® Faucet Lifetime Limited
Warranty
See website for detailed warranty information.

Available Colors/Finishes
Color tiles intended for reference only.

Color Code Description

CP Polished Chrome

SN Vibrant® Polished Nickel

BN Vibrant® Brushed Nickel

BL Matte Black

2MB
Vibrant® Brushed Moderne
Brass
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Finished Wall

*If 3-1/2" (89 mm) to
 4-1/4" (108 mm) use
 deep roughing-in kit.

K-P29305 Valve
Series

Ø 2-1/2"
(64 mm)

Ø 2-1/2"
(64 mm)

4-3/8"
(111 mm)

2-3/4"
(70 mm)

1/2 NPT

7-3/4"
(197 mm)

10"
(254 mm)

4-3/8"
(111 mm)

6-1/2"
(165 mm)

Ø 5-1/2"
(140 mm)

6-5/8"
(168 mm)

Ø 1-1/4"
(32 mm) Max

Slip-Fit Spout:
Extend 5/8" OD tube 2-5/16"
(59 mm) from finished wall.

 

Technical Information
All product dimensions are nominal.
Drain included: No

Showerhead/Body Spray:
Rated maximum

flow:
2.5 gal/min (9.5 l/min)

Pressure: 60 psi (4.1 bar)

Notes
Install this product according to the installation
instructions.
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