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FEATURES

• Light is evenly diffused through laser etched crystal ball
• Universal driver (120V-277V) installed within the Junction Box, driver 
dimension: 2.8" x 1.3" x 1.2"
• Thin power aircraft cables provide an ultra clean look for adjustable 
suspension height
• Title 24 option available (special order)with driver concealed within 
canopy
• Dimming: ELV
• Color Temp: 3000K
• Rated Life: 70,000 hours
• CRI: 90

PRODUCT DESCRIPTION

A minimalist take on a crystal ball. Two geometrically concentric 
spheres are laser-etched within K9 optically perfect crystal. When il-
luminated with the latest in LED technology the double bubble within 
is a curious diffuse floating light.

SPECIFICATIONS

Construction: Steel body with crystal diffuser 

Light Source: High output LED

Finish: Black (BK), Satin (SN), Aged Brass (AB)

Standards: ETL & cETL Damp Location listed 

DOUBLE BUBBLE model: PD-82006

LED Interior Chandeliers

ORDER NUMBER

Size Wattage Voltage
LED

Lumens
Delivered 
Lumens Finish

PD-82006 6" 9W 120V-277V 560 530
BK
SN
AB

Black
Satin nickel
Aged Brass

Example: PD-82006-BK 
For T24 option, add T24 before finish: PD-82006-T24-BK


