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* Where ind ic a ted  p lea se sp ec ify c olor

SPARES
LAV SETS

Rec ommend ed
Work ing Pressure:
Min 15 p si
Ma x 75 p si
Ideal performance obtained with equal hot & cold pressures.

3 HOLE WALL MOUNTED SETS AND WALL VALVES

1/ 2" NPT

INLET 
1/ 2" NPT

ROSETTE
O2  1/ 8"

LAV SETS

• U.3320 (SPOUT)
• U.3321LS
• U.3322X
• U.3036TLS (LEVER TRIM)
• U.3037X (X-TOP TRIM)

7 1/ 4" REACH

TUB SETS

• U.3330 (SPOUT)
• U.3331LS
• U.3332X

ROSETTE
O2  1/ 8"

Temp Ra nge:
Min 34°F
Ma x 185°F

INLET 
3/ 4" NPT

ROSETTE
O2  3/ 8"

3/ 4" NPT

ROSETTE
O2  3/ 8"

8 1/ 4" REACH

9.25955

9.201161*

9.18854*

SPARES TUB
SETS 9.18055*

9.13196

9.13195/ Right
9.13196/ Left

9.18854*

9.12056*

9.01057*

9.01056*

9.26860*

9.25975

9.201165*

9.13500/ Right
9.13501/ Left 9.18055*

9.12057*

9.01059*

9.26860*

9.13501 9.01060*




