
Specifications:
General

•	Distressed	clear	glass	outer	shorter	
cylinder:

	 	 P3941	11-1/2"	dia.,	7-1/2"	ht.

	 	 P394214-3/4"	dia.,	4-3/4"	ht.

•	etched	opal	glass	framed	center	section	
cylinder:

	 	 P3941	6-1/2"	dia.,	9"	ht.

	 	 P3942	9-3/4"	dia.,	5-3/4"	ht.

•	Plated	Brushed	Nickel	(-09)	finish

•	hand	painted	Antique	Bronze	(-20)	
finish

•	steel	construction

•	P3942	also	has	a	white	acrylic	bottom	
diffuser

•	Companion	Chain	hung	lantern,	
Close-to-ceiling,	Hall	and	Foyer,	Post	
top	lantern,	Wall	lantern,	fixtures	are	
available

Mounting

•	Ceiling	mount	

•	Back	plate	covers	a	standard	4”	
hexagonal	recessed	outlet	box

•	Back	plate	is	

	 	 P3941	7-5/8"	dia.,	3/4"	ht.

	 	 P3942	11"	dia.,	3/4"	ht.

•	Mounting	strap	for	outlet	box	included
Electrical

•	Medium	base	ceramic	sockets

•	Pre-wired		

Labeling

•	cCsAus	Damp	location	listed
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Finish

Catalog
No.

Brushed 
Nickel

Antique 
Bronze Lamping

Dimensions (Inches)

A B C

P3941 -09 -20 1	(m)	100w	 11-5/8 11

P3942 -09 -20 2	(m)	60w	 15 7-3/8

Type				____________

-09 -20

P3941

P3942

incandescent	 Bay Court Close-to-Ceiling


