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PRODUCT DESCRIPTION

A breakout design. Aluminum bars wrap around UV rated acrylic in this ADA compliant, low pro� le design. Listed for exterior and interior applications. 
Folsom meets stringent Title 24 energy e�  cient standards. Mounts vertically and horizontally.

FEATURES SPECIFICATIONS

• UV rated acrylic, aluminum construction
• Vertical or horizontal mount
• ETL & cETL Wet Location listed, IP65 rated
• ADA compliant, low pro� le design
• 100%-10% electronic low voltage (ELV) dimming
• No transformer or driver required
• 277V available (special order)
• CRI: 90
• Color Temp: 3000K
• Rated Life: 45,000
• 5 year warranty

Construction: UV rated acrylic, aluminum construction

Light Source: LED

Dimming: 100%-10% Electronic Low Voltage (ELV)

Standards:  ETL & cETL wet location listed, IP65 rated, ADA compliant

REPLACEMENT PARTS

RPL-GLA-23614-01 Inner Glass
RPL-GLA-23614-02 Outer Acrylic 

WS – –
Example: WS-W23610-BZ
For 277V special order, add an "F" before the finish: WS-W23610F-GH

FOLSOM – model: WS-W236
dweLED™ Outdoor Sconce

Watt
LED

Lumens
Delivered
Lumens Finish

3" 4w"

10"
10" WS-W23610 6.5W 630 120

BZ
GH

Bronze
Graphite3" 6w"

14"
14" WS-W23614 12W 965 120

Inner GlassRPL-GLA-23610-01 
RPL-GLA-23610-02 Outer Acrylic 


