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NOTE: The important safeguards and instructions appearing in this manual are not meant to cover all possible conditions and situations that may 
occur. It must be understood that common sense, caution and care are factors which can not be built into this product. These factors must be 
supplied by the person(s) installing caring for and operating the unit.

                                                                                             

TO REDUCE THE RISK OF FIRE, ELECTRIC SHOCK OR OTHER PERSONAL INJURY, MOUNT FAN ONLY  TO A U.L LISTED OUTLET BOX OR SUPPORTING 
SYSTEM MARKED ACCEPTABLE FOR FAN SUPPORT AND USE MOUNTING SCREWS PROVIDED WITH  THE  OUTLET  BOX IN CONJUCTION WITH THE 
LOCK WASHERS PROVIDED WITH THE FAN. MOST OUTLET BOXS COMMONLY USED  FOR  FAN  SUPPORT OF LIGHTING FIXTURES ARE NOT 
ACCEPTABLE FOR FAN SUPPORT AND NEED TO BE REPLACED. CONSULT A QUALIFIED  ELECTRICIAN IF IN DOUBT.

TO REDUCE THE RISK OF PERSONAL INJURY, DO NOT BEND  THE BLADE HOLDER WHILE INSTALLING, BALANCING THE BLADES OR CLEANING THE 
FAN. DO NOT INSERT FOREIGN OBJECTS BETWEEN ROTATING FAN BLADES.

TO REDUCE THE RISK OF FIRE OR ELECTRONIC SHOCK, THIS FAN ONLY CAN USE UC7067RY SOLID-STATE SPEED CONTROL WITH UC9040T WALL 
CONTROL ONLY.

WARNING

NOTE: READ AND SAVE ALL INSTRUCTIONS!

ATTENTION: The Energy Policy Act of 2005 requires this fan to be equipped with a 190 watt limiting device.  If lamping exceeds 190 watts, the ceiling 
fan’s light kit will shut off automatically. 



PACKAGE CONTENTS
      Unpack your fan and check the contents.
You should have the following items:

1.    Fan blades (5)
2.    Mounting bracket
3.    Canopy
4a.  Standard downrod assembly
4b.  Minimum-length downrod (for close
       to ceiling mounting only)
5.    Coupling cover
6.    Glass shades (3)
7.    Motor assembly (1)
8.    Blade holders (5)
9.    Light cap
10.  Light kit assembly (1)
11.  Receiver with 6 wire nuts
12a.Wall transmitter Incl,2 Mounting
       Screws and 3 Wire Nuts.

12b.Wall Plate w/2 Mounting screws
13.   Extra wall plate
14.   Bulbs (3)
15.   Balancing Kit
A.     Mounting Hardware:
        #8-32X3/4” Machine scews (2 pcs)
        #8X 1   ” Wood screws (2 pcs)
        Flat washers (2 pcs)
        Wire nuts (4 pcs)
B.     Blade Attachment Hardware:
         #8-32X8 Screws (16 pcs)
        S.S Washers (16 pcs)
C.     Bracket Holder Hardware:
        1/4” X 1/2” Screws with lock washers (11 pcs)
D.     Downrod rubber cover 
E.      Finial
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REMEMBER to turn off the power.Follow the steps below to hang your fan
properly: 
Step 1. Secure the hanger bracket to the ceiling outlet box using screws
included with your outlet box, lock washers included with the fan.(Fig 5)
Step 2. Loosen the two set screws and remove the hitch pin and lock pin
from the top coupling of the motor assembly.(Fig 6)
Step 3. Remove hanger ball from downrod assembly by loosening set 

screw,removing the cross pin,and sliding ball off rod.(Fig 7)
Step 4. Carefully feed fan wires up through the downrod (Fig 8).
Thread the rod into the coupling, line up holes and replace lock pin and
hitch pin.Tighten set screws.
Step 5. Slip coupling cover, and canopy onto downrod (Fig  8). Carefully
reinstall hanger ball onto rod being sure that cross pin is in the  correct 
position,set screws are tighten and wires are not twisted.
Step 6. Place downrod rubber cover onto the hanger ball (Fig 9)             
Step 7. Now lift motor  assembly  into  position  and  place  hanger  ball
into hanger bracket.Rotate until the check groove has dropped into  the
registration slot and seats firmly. (Fig 10) Rod should not rotate if this
is done correctly.

HANGING THE FAN4

WARNING: All of the parts, hardware and components such as the hanger 
bracket and hanger ball have been provided for your safety and the proper 
installation of your new ceiling fan. The use of other parts, hardware or 
components not supplied by Minka Aire® with the fan will void the Minka 
Aire® Warranty.  

















INSTALLING THE LIGHT BULBS &GLASS SHADES

LIGHT KIT
ASSEMBLY

BLADE

BULB

GLASS
SHADE

Fig 20

9

Step 1. Remove the 3 screws from the light cap.
Step 2. Connect the white connectors from the light kit and fan, do the same with the
              black connectors.
Step 3. Place light kit over the light cap, secure with the 3 screws previously removed.
Step 4. Install the 3-60w (Max.) candelabra base bulbs (bulbs included).
Step 5. Install glass shades, do not overtighten.

NOTE: Before starting installation, make sure power is turned off at the circuit breaker.

ATTENTION:  The Energy Policy Act of 2005 requires this fan to be equipped with a 190 
watt limiting device. If lamping exceeds 190 watts, the ceiling fan's light kit will shut off 
automatically.







Fig 22 Fig 23 

speed settings for warm or cold weather depend 
on factors such as room size, ceiling height and 
number of fans.
NOTE: To change the direction of the rotation of 
the blades the fan must be in operation mode.
Warm Weather (forward)
A DOWNWARD airflow creates a cooling effect 
as shown in Figure 22. This allows you to set 
your air conditioner on a warmer setting without 
affecting your comfort.
Cool Weather (Reverse)
An UPWARD airflow moves warmer air off the 
ceiling area as shown in Figure23. This allows 
you to set your heating unit on a cooler setting 
without affecting your comfort. 

SUMMER OPERATION WINTER OPERTION 





TROUBLESHOOTING 12
SOLUTION

NOTE: All blade sets are grouped 
by weight. Because  wood  and  
plastic blades  vary  in density, 
the fan may wobble   even   
though  blades  are matched.

SYMPTOM
Fan Wobble
SOLUTION

SYMPTOM
Fan Sounds Noisy
SOLUTION 

Allow a 24-hour”break   
in”period.Most noises  
associated with a new                  
fan will go away during 
this time.
Make sure the screws that 
attach the fan blade holder 
to the motor hub is tight.
Make sure outlet box is 
secured to building structure, 
if necessary use the wood 
screws provided to further 
secure outlet box to joist.
Make sure hanger bracket is 
secure to the outlet box, 
screws are tight. 

SYMPTOM
Fans/Light Turn on 
and Off 
Unexpectedly

SYMPTOM
Fan will not strart

Check to make sure the wall        
switch is turned on.
Check circuit fuses or breakers. 
Caution! Make sure the power is 
turned off before performing the  
following  steps.
Remove canopy and check wire 
connections.
Check wall control transmitter 
connections ( if applicable).
NOTE: Fan must be installed at a 
maximum distance  of 40 feet 
from the transmitting unit for 
proper signal transmission 
between the  transmitting unit 
and the fan’s receiving unit.

Use the balancing kit provided         
if the wobble  is excessive  
(follow instructions included 
with balancing  kit)

Make sure outlet box is secured 
to building structure, if 
necessary use the wood screws 
provided to further secure outlet 
box to joist
Make sure hanger bracket is 
secure to the outlet box, screws 
are tight.

This is  caused
by interference,  
change the code 
frequency from 
the transmitter, 
and follow the 
instructions from 
Section 5 again 
to operate your 
transmitter and 
fan.

1.

1.

1.

1.

1.

2.

2.
3.

4.

5.
2.

3.

3.

4.

SOLUTION

SYMPTOM
Lights shut off and 
will not come back on.
SOLUTION

This unit is equipped 
with a wattage limiting 
device. Lamping in 
excess of 190 watts will 
disable your ceiling 
fan’s light kit. To reset 
your light kit, you must 
turn the power off and 
re-lamp, keeping the 
wattage under 190 
watts. Restore power to 
your ceiling fan and 
continue normal 
operation.
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